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MARS-BETA PATTERN
WARLORD TITAN HEAD

One of the more overt expressions of a Titans individual character is in the features of its armoured
visage, many of which are wrought by the hand of master war-wrights to express the bellicose spirits
within. The Mars-Beta Warlord is one such variation of this most potent of war machines, and one held
as especially bellicose by the masters of the Collegia Titanicus, said to have been first used by the Titans
of the Legio Ignatum long before the Imperium was born.

THIS IS NOT A TOY
Not suitable for children under 15 years of age.
WARNING: Resin dust can be harmful if inhaled. Always wear a dust mask or respirator when sanding or sawing resin

parts.
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Components

Before assembly, check that none
of the components are missing.

Crew

Right Face Plate

Assembly Legend

Parts for Assembly
Glue Contact Area
Note

Do Not Glue
Insert

Reverse Angle
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Princeps Right Arm

Princeps Left Arm
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Heraldic Shields x2

Left Side

Left
Pipes Right Moderatii

Preparing the Model
for Assembly

Before assembling the model, wash each part thoroughly
with an abrasive brush, such as a toothbrush, to remove
any model release agent that may still be on the surface of
the parts. Then, remove any excess resin such as mould
lines, casting gates, vents and shims. For a more detailed
guide to working with resin models, go to the Downloads
section of the Forge World website.

This kit contains all the pieces required to construct a
Mars-Beta pattern Warlord Titan Head.
To glue the resin pieces together, use Citadel Super Glue.

NOTE: We have cast this kit using the most advanced
techniques and the best quality resin, but due to the
nature of the casting process, your model may contain
small air bubbles. These can easily be filled with model
filler or super glue. Any slight warpage of thin parts can
easily be corrected by immersing the part in hot water for
about 1 minute, then carefully bending it back into shape.

If you need to contact the Forge World Customer Service team regarding this model, you can get in touch via email -

forgeworld@gwplc.com - or call:

o115 900 4995 within the UK

011 44 115 900 4995 from the USA and Canada

0011 44 115 900 4995 from Australia

011 44 115 900 4995 from Europe and the rest of the world.
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Use a pair of clippers to remove any vents and casting
gates. The Working with Resin guide on the Forge
World website goes into more detail about cleaning
resin components.

Floor

Right Face Plate

Left Face Plate

Painting

It is a good idea to paint the model
at this stage as attaching the Face
Plate assembly will obscure areas

of the Cockpit interior, making the
application of paint to those areas
difficult. It is also easier to paint the
crew members before inserting them
into the Cockpit.

The finished Face Plate
assembly is attached to the
Cockpit before the crew are
added. This is to make sure
that the crew do not obstruct
mounting the Face Plate to the
Slide the Face Plate assembly onto the Cockpit assembly. Cockpit.



Fit the Left Pipes into place at the locations shown
above. Then, on the other side of the Head, fit the Right
Pipes in the same way.

The Roof does
not need to be

glued onto the
Head.

Princeps

Left Arm

Right Moderatii

Final Assembly

Once the Mars-Beta pattern Warlord Titan Head
and the Heraldic Shields have been painted, mount
them onto the Warlord Titan’s body as shown.

The Titan Princeps on foot is an additional model
which can be used to represent the Princeps when
he is not seated in the command throne of his
Titan, and is not used in the Warlord Titan’s head
construction.
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